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DETAIL OF CYLINDRICAL
STEEL SHELL FOR CAST IN

PLACE CONCRETE PILES

The cost of Reinforcement
is included with furnishing
piles.
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DETAIL OF REINFORCEMENT
FOR METAL SHELLS

FIELD CUTTING DIAGRAM
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BAR ul(E) and uZ2(E)

pAE) 8 25 8.380 |~
p2(E) 8 25 5530 | —
p3(E) B 25 6.730 P —
PUE) 6 5 6.880 —
p5(E) 3 5 2.090 | ——
pE(E) 3 15 4.690 —_—
p7(E) 5 5 3.320 | e
S(E) 12 15 4.680 ]
SHE) 2 15 5.080 ]
s2(E) 103 5 2.480 [
u(E) 8 20 2.660 J
ul(E) 3 25 2.940 | Tl
u2(E) 3 25 3.015 T e
vIE) U 5 3.770 ——
ve(E) 1 15 4.320 | ——
Concrete Structures Cu. M 57.5
Reinforcement Bars,
Epoxy Coated Kg 3120
Test Pile Metal Shells Each !
Driving Piles m 626
Furnishing Metal Sheil m 626

Piles 305mm

1.580m

L * - Pile Liner shall be included in the cost of "Furnishing
Metal Pile Shells 305mm".

2. Reinforcement bars designated (E) shall be epoxy coafed.

3. For details of Bar Splicers, see Sht. S-25 of S-27.

4. The test pile shall be driven to 110 percent of the Nominal
Required Bearing indicated on the pile data information.

SHT. §-21 OF $-27
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